
TYPE U1 MOUNTED IN FOOTING
(BOTH SIDES OF THE COLUMN)

EXISTING PAVERS TO BE CUT
TO FIT NEW FOOTING. FLEXIBLE
SEALANT BETWEEN CUT
PAVERS AND NEW FOOTING

FLEXIBLE SEALANT BETWEEN
NEW CONCRETE FOOTING
AND EXISTING COLUMN

NEW CONCRETE FOOTING. MINIMUM
STRENGTH 25MPa. FOOTING TO BE FLUSH
WITH PAVERS AT HIGH END OF SLOPE.
FOOTING TO HAVE HORIZONTAL TOP
SURFACE SO LUMINAIRE SITS PERFECTLY
HORIZONTAL. CONCRETE SURFACE SHOULD
BE VERY LIGHT GREY FOR INCREASED
VISIBILITY AGAINST THE RED PAVERS SO
THAT IT DOES NOT BECOME A HAZARD

EXISITNG COLUMN. NOTE:
COLUMN EXTENDS TO LEVEL 6.
IMAGE REPRESENTS A SHORT
SECTION OF COLUMN

EXISTING COLUMN

TYPE U1 MOUNTED IN
CONCRETE FOOTING

APPROXIMATE LEVEL
OF EXISTING PAVERS

NEW CONCRETE FOOTING
FOR TYPE U1 LUMINAIRE
150mm DEEP. FINISH TO
MATCH EXISTING COLUMN.
CONCRETE TO BE 25MPa
STRENGTH

THE DIMENSIONS OF THE FOOTING
ARE INDICATIVE. CONTRACTOR TO
CONFIRM REQUIRED DEPTH TO
ENSURE PHYSICAL STRENGTH AND
STABILITY

PROVIDE DRAINAGE AS
PER MANUFACTURER'S
RECOMMENDATIONS.

CONTRACTOR TO HAVE AN
INSTALLED FITTING
CHECKED AND APPROVED
BY THE SUPPLIER.

NEW CONCRETE FOOTING.
FINISH TO MATCH EXISTING
COLUMN

APPROXIMATE LEVEL OF
EXISTING PAVERS TO BE
CUT TO FIT NEW FOOTING

FLEXIBLE SEALANT
BETWEEN NEW FOOTING
AND EXISTING PAVERS

TYPE U1 AND U2

EXISTING COLUMN

FLEXIBLE SEALANT
BETWEEN NEW FOOTING
AND EXISTING COLUMN300

THE DIMENSIONS OF THE
FOOTING ARE INDICATIVE.
CONTRACTOR TO CONFIRM
REQUIRED DEPTH TO ENSURE
PHYSICAL STRENGTH AND
STABILITY

PROVIDE DRAINAGE AS PER
MANUFACTURER'S
RECOMMENDATIONS
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2 x TYPE U4 WALL MOUNTED END
TO END ABOVE DOOR. GRAZE UP
WALL. CENTRE OF UNITS TO BE
250mm OFFSET FROM WALL.
CONTRACTOR TO SUBMIT SHOP
DRAWINGS FOR REVIEW PRIOR TO
MANUFACTURE AND
INSTALLATION

2 x TYPE U2 & 1 x TYPE U1 LUMINAIRES
END TO END ON SOUTHERN SIDE OF
COLUMN. UNITS TO BE LOCATED
CENTRALLY TO COLUMN AND CENTRE
OF LUMINAIRES TO BE 200mm OFFSET
FROM COLUMN BASE

1 x TYPE U2 & 2 x TYPE U1 LUMINAIRES
END TO END ON NORTHERN SIDE OF
COLUMN. UNITS TO BE LOCATED
CENTRALLY TO COLUMN AND CENTRE
OF LUMINAIRES TO BE 200mm OFFSET
FROM COLUMN BASE

2 x TYPE U2 END TO END ON EASTERN
SIDE OF COLUMN. UNITS TO BE
CENTRALLY LOCATED TO COLUMN AND
CENTRE OF LUMINAIRES TO 200mm
OFFSET FROM COLUMN BASE

2 x TYPE U2 END TO END EITHER SIDE OF
COLUMN. UNITS TO BE CENTRALLY LOCATED
TO COLUMN AND CENTRE OF LUMINAIRES TO
BE  200mm OFFSET FROM COLUMN

STANDARD LUMINAIRE
BRACKETS TO BE MOUNTED
TO UNDERSIDE OF
CONCRETE BALUSTRADE.

TYPE U3 LUMINAIRES MOUNTED TO
UNDERSIDE OF CONCRETE
BALUSTRADE USING STANDARD
LUMINAIRE BRACKETS. NOTE: THERE
ARE 3 FITTINGS IN THIS ZONE. REFER
TO L3005 FOR MEASUREMENTS
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LIGHTING DETAILS - GROUND

TENDER ISSUE

EU

AZ SL EUDEC'13

PARKES PL. PARKES - ACT

ISOMETRIC OF TYPE U1 (TYPICAL)
3 1 : 10

ELEVATION OF TYPE U1 (TYPICAL)
1  1 : 10

SECTION OF TYPE U1 & U2 (TYPICAL)
2

GROUND LEVEL U4 INDICATIVE MOUNTING ARRANGEMENT
7

TYPE U1 & U2 MOUNTING LOCATION AT SW CORNER COLUMN
8

TYPE U2  NEAR SW CORNER OF BUILDING
9

TYPE U2 LUMINAIRES NEAR REVOLVING DOORS
10

TYPE U3 WESTERN FORECOURT INDICATIVE MOUNTING DETAIL
11

1. THE LIGHTING DETAILS ENCOMPASS THE ENTIRE SCOPE OF LIGHTING
WORKS PACKAGE 1 AND 2, TO COMMUNICATE THE OVERALL LIGHTING
DESIGN. FOR INDIVIDUAL PACKAGES REFER TO THE RELEVANT
LAYOUTS AND SECTIONS OF SPECIFICATIONS.

2. THE DETAILS SHOWN ON THIS DRAWING ARE INDICATIVE. THE
CONTRACTOR SHOULD PROVIDE WORKSHOP DRAWINGS OF LUMINAIRE
LOCATIONS, BRACKETS AND MOUNTING ARRANGEMENTS WITH
ACCURATE DIMENSIONS FOR REVIEW AND APPROVAL.

3. MINIMIZE ANY VISIBLE FIXINGS.
4. MINIMIZE ANY VISIBLE SURFACE MOUNTED / EXPOSED CABLING AND

CONDUITS RETICULATED IN CONCEALED LOCATIONS.
5. ALL REMOTE CONTROL, GEAR IN CONCEALED BUT ACCESSIBLE

LOCATIONS. DISTANCES BETWEEN CONTROL GEAR AND LED
LUMINAIRES ALWAYS AS PER MANUFACTURERS/ RECOMMENDATIONS.

AMENDMENTS
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