LEVEL 3 BALCONY TYPE S3 INDICATIVE MOUNTING

MOUNTING DETAIL
TO BE FINALISED

LEVEL 9 NORTH BALCONY TYPE S4 INDICATIVE MOUNTING

6 x TYPE U3 MOUNTED ON HANDRAIL. (ALTERNATIVE IS TO SURFACE
MOUNT ON BALUSTARDE LEDGE). FINAL LOCATION TO BE

CONFIRMED. CONDUITS TO RUN BELOW PAVERS AND UP MULLIONS
OR BETWEEN JOINS OF NEW GLAZED BALUSTRADE TO EACH g B

4 JLL'JMINAIBE_. NOTE: ONLY 3 EJNITS SHOWN IN PHOTO|

LEVEL 10 NORTH BALCONY TYPE U3 INDICATIVE MOUNTING

T = —

W1-M MOUNTED ON FRAME ON:_“k\ 1-A MOUNTED ON FRAME ON ROOFTOP.
ROOFTOP. RUBBER FEET TO BE USED TO RUBBER FEET TO BE USED TO PREVENT.
PREVENT ANY GALVANIC CORROSION: ANY GALVANIC CORROSION BETWEEN
BETWEEN FRAME MATERIALS AND ROOF FRAME MATERIALS AND ROOF

LEVEL 10 ROOFTOP TYPE U3 - INDICATIVE MOUNTING
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1 x TYPE U4 AND 1 x TYPE|]
US MOUNTED ON LEDGE]]
ITH ADJUSTABLE FEET]

LEVEL 3 TYPE U4 & U5 INDICATIVE MOUNTING

4 x TYPE W1-M TO BE MOUNTED ON FRAMES]

LEVEL 6 ROOFTOP TYPE W1-M INDICATIVE MOUNTING

1
3 x TYPE U3 MOUNTED ON HANDRAIL.
 (ALTERNATIVE IS TO SURFACE MOUNT TO
' BALUSTRADE LEDGE). FINAL LOCATION TO BE
~ CONFIRMED. CONDUITS TO RUN BELOW |
PAVERS AND UP MULLIONS OF BETWEEN |
JOINS IN NEW GLAZED BALUSTRADES.

LEVEL 9 NORTH BALCONY TYPE U3 INDICATIVE MOUNTING

3 x TYPE U3 LUMINAIRES ATTACHED TO HANDRAI

JOINS OF NEW GLAZED BALUSTRADE TO EACH LUMINAIRE
ra =

ROOFTOP NORTH EAST TYPE U3-W INDICATIVE MOUNTING ARRANGEMENT

, SUPPORTS TO MOUNT 3 x TYPE U3-W.
s ANY ALUMINIUM USED IS NOT TO BE IN
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2 x TYPE W1-A MOUNTED ON
WESTERN BALCONY AS
CLOSE TO WALL ASHI
POSSIBLE. MOUNTING HEIGH
TO BE SUCH THAT LIGHT IS
NOT OBSTRUCTED B
BALUSTRADEF,

LEVEL 4 BALCONY TYPE W1-A INDICATIVE MOUNTING

CABLE RETICULATION TO
BE RUN IN & OUT OF VENTS

4 x TYPE U3 MOUNTED IN NICHES IN
BALCONY BALUSTRADE WALL. PLANT
POTS AND FURNITURE TO BE
COORDINATED WITH LUMINAIRE
LOCATIONS. NOTE: EXACT LOCATIONS
TO BE CONFIRMED ONSITE WITH
LIGHTING DESIGNER.

LEVEL 9 WEST BALCONY TYPE U3 INDICATIVE MOUNTING

FRAME MOUNTED TO ROOF TO MOUNT 2
x TYPE U3 LUMINAIRES. RUBBER FEET
ARE TO BE USED TO PREVENT ANY
GALVANIC CORROSION BETWEEN
FRAME AND ROOF MATERIAL

ROOFTOP NORTHWEST TYPE U3 INDICATIVE MOUNTING DETAIL

2 X S5-M AND 1 x S5 MOUNTED,
ON CUSTOM BRACKETS ON
TRUSS AT LEVEL 7a HEIGHT.
DIAMETER OF TRUSS 114mm

LEVEL 7a TRUSS TYPE S5 AND S5-M INDICATIVE MOUNTING
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TENDER ISSUE

NOTES

1. THE LIGHTING DETAILS ENCOMPASS THE ENTIRE SCOPE OF LIGHTING
WORKS PACKAGE 1 AND 2, TO COMMUNICATE THE OVERALL LIGHTING
DESIGN. FOR INDIVIDUAL PACKAGES REFER TO THE RELEVANT
LAYOUTS AND SECTIONS OF SPECIFICATIONS.

2. THE DETAILS SHOWN ON THIS DRAWING ARE INDICATIVE. THE
CONTRACTOR SHOULD PROVIDE WORKSHOP DRAWINGS OF LUMINAIRE
LOCATIONS, BRACKETS AND MOUNTING ARRANGEMENTS WITH
ACCURATE DIMENSIONS FOR REVIEW AND APPROVAL.

3. MINIMIZE ANY VISIBLE FIXINGS.

4. MINIMIZE ANY VISIBLE SURFACE MOUNTED / EXPOSED CABLING AND
CONDUITS RETICULATED IN CONCEALED LOCATIONS.

5. ALL REMOTE CONTROL, GEAR IN CONCEALED BUT ACCESSIBLE
LOCATIONS. DISTANCES BETWEEN CONTROL GEAR AND LED
LUMINAIRES ALWAYS AS PER MANUFACTURERS/ RECOMMENDATIONS.

6. CONTRACTOR TO ENSURE INTEGRITY OF ANY WATERPROOF
MEMBRANE OF BALCONIES REMAINS INTACT
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