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PARKES PL. PARKES - ACT

STAGE 2 WORKS. 14 x TYPE U1 MOUNTED IN
CONCRETE FOOTINGS AT BASE OF COLUMNS. ONE
UNIT EITHER SIDE OF COLUMN TO GRAZE COLUMN.
REFER TO L3004 AND L3005 FOR LOCATIONS

STAGE 2 WORKS. 2 x TYPE U2 MOUNTED IN
CONCRETE FOOTING AT BASE OF COLUMN TO
GRAZE COLUMN. REFER TO L3004 FOR LOCATION

STAGE 2 WORKS. 2 x TYPE U2 MOUNTED IN
CONCRETE FOOTING AT BASE OF COLUMN TO
GRAZE COLUMN. REFER TO L3004 FOR
LOCATION

STAGE 2 WORKS. 2 x TYPE U2 MOUNTED IN
CONCRETE FOOTING AT BASE OF COLUMN TO
GRAZE COLUMN. REFER TO L3004 FOR
LOCATIONS

STAGE 2 WORKS. 2 x TYPE U2-W MOUNTED IN
CONCRETE FOOTING BETWEEN COLUMNS TO
GRAZE COLUMNS. REFER TO L3004 FOR
LOCATION

STAGE 1 WORKS. POLE 3. 12 x TYPE S1 LUMINAIRES TO
BE MOUNTED ON NEW POLE 3. REMOVE EXISTING POLE
AND LUMINAIRES AND OFFER TO THE HCA FOR SALVAGE.
DIVERT POWER TO NEW POLE 3. REFER TO L3000 FOR
LOCATION AND L1008 FOR DETAILS.

STAGE 1 WORKS. POLE 2. 8 x TYPE S1 MOUNTED ON
NEW POLE. EXISTING NCA POLE TO BE REMOVED
AND RETURNED TO THE NCA FOR SALVAGE.
APPROXIMATE POSITION OF POLE INDICATED.
REFER TO L3001 FOR LOCATION AND L1009 FOR
DETAILS.

STAGE 1 WORKS. REMOVE EXISTING HCA POLE AND
LUMINAIRES AND OFFER TO THE HCA FOR DIVERT
POWER TO NEW POLE 1.

STAGE 1 WORKS. 1 x TYPE W1-A AND 1 x TYPE W1-M
MOUNTED ON LEVEL 10 ROOFTOP. REFER TO L3003
FOR LOCATION

1. THE ISOMETRIC DRAWINGS ENCOMPASS THE ENTIRE SCOPE OF
LIGHTING WORKS PACKAGE 1 AND 2, TO COMMUNICATE THE
OVERALL LIGHTING DESIGN. FOR INDIVIDUAL PACKAGES REFER
TO THE RELEVANT LAYOUTS AND SECTIONS OF
SPECIFICATIONS.

AMENDMENTS

REV DESCRIPTION DATE
A TENDER ISSUE 20.02.14
B REVISED TENDER ISSUE 15.04.14
C REVISED TENDER ISSUE 08.09.14

STAGE 1 WORKS. POLE 1. 12 x TYPE S1. EXISTING NCA URBAN
POLE TO BE DECOMMISSIONED, REMOVED AND RETURNED TO THE
NCA. NEW POLE 1 TO BE LOCATED IN NCA POLE LOCATION.
LUMINAIRES TO BE MOUNTED ON NEW POLE. APPROXIMATE
POSITION OF POLE INDICATED. REFER TO L3001 FOR LOCATION
AND L1008 FOR DETAILS.


