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LEVEL 9 (EXACT LOCATIONS OF EQUIPMENT T.B.C.
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RIO D
POE

LEVEL 2 FORECOURT AND WESTERN FORECOURT

DALI BUS

GROUND LEVEL EASTERN AND SOUTHEASTERN AREAS

LEVEL 3 BALCONY

POE ETHERNET SWITCH

GROUND FLOOR (EXACT LOCATIONS OF EQUIPMENT T.B.C.)
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SCREEN
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LPC 2 (1024
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CAT6 OR BETTER
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CAT6 OR BETTER
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RIO D
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TO DALI LUMINAIRES
NOTE: DALI LUMINAIRES ALSO
REQUIRE 240VAC TO DRIVERS

DALI BUS
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TO DALI LUMINAIRES
NOTE: DALI LUMINAIRES ALSO
REQUIRE 240VAC TO DRIVERS

TO DALI LUMINAIRES
NOTE: DALI LUMINAIRES ALSO
REQUIRE 240VAC TO DRIVERS

4 CONDUCTOR COPPER
WIRE 12 AWG STRANDED
WIRE RECOMMENDED

4 CONDUCTOR COPPER
WIRE 12 AWG STRANDED
WIRE RECOMMENDED

4 CONDUCTOR COPPER
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WIRE RECOMMENDED

4 CONDUCTOR COPPER
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WIRE RECOMMENDED

4 CONDUCTOR COPPER
WIRE 12 AWG STRANDED
WIRE RECOMMENDED

4 CONDUCTOR COPPER
WIRE 12 AWG STRANDED
WIRE RECOMMENDED

4 CONDUCTOR COPPER
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WIRE RECOMMENDED
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CAT 6 OR BETTER
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WIRE RECOMMENDED
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POLE 5CAT 6 OR BETTER
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HIGH COURT OF AUSTRALIA
FACADE LIGHTING UPGRADE

LIGHTING CONTROL SCHEMATIC

TENDER ISSUE

EU

PSC SL EUDEC'13

PARKES PL. PARKES - ACT

AMENDMENTS

REV DESCRIPTION DATE
A TENDER ISSUE 20.02.14
B REVISED TENDER ISSUE 15.04.14
C REVISED TENDER ISSUE 08.09.14

1. CONTRACTOR TO ENSURE ALL LUMINAIRE AND CONTROL MANUFACTURER
RECOMMENDATIONS FOR CABLE TYPES, LENGTHS AND LUMINAIRE NUMBERS
ARE ADHERED TO.

2. CONTRACTOR TO SUBMIT SHOP DRAWING FOR REVIEW.
3. DATA ENABLER PROs AND RIO D DALI CONVERTERS ARE SHOWN IN DASHED

BOXES TO INDICATE THE LUMINAIRES WHICH THEY CONTROL.
4. CONTRACTOR TO LOCATE CONTROL GEAR IN CONCEALED BUT ACCESSIBLE

LOCATIONS IN CONSULTATION WITH HCA AND STEENSEN VARMING.
5. EXACT LOCATIONS OF CONTROL EQUIPMENT (TOUCHSCREEN, LPC, NODES,

SWITCHES) TO BE CONFIRMED.
6. CONTRACTOR TO ALLOW FOR ALL NEW CAT5e CABLING BUT SHOULD INDICATE

THE POTENTIAL TO USE EXISTING LAN OR FIBRE OPTIC NETWORK.


